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ECOSURFACES | PERFORMANCE SPECIFICATIONS

TEST ITEM TEST METHOD ATTRIBUTE(S) RESULTS

DENSITY ASTM C97M - 18 WEIGHT 2037 kg/m3

IMPACT RESISTANCE EV14617 - 9 (2005) IMPACT 6.3J

BARCOL HADNESS ASTM D2853 HARDNESS 88

FLEXURAL STRENGTH ASTM C880M-23 OVERHANG 25.2 MPa

28.7 MPa

COMPRESSIVE STRENGTH EN14617-15 (2005) STRENGTH 109.5 MPa

DIMENSION STABILITY EN14617 - 12 (2012) WARP 0.02mm at 6 hours

WATER ABSORPTION ASTM C97M - 18 POROSITY 0.07% by weight

48 HOUR SOAK 0.14% by volume

STAIN RESISTANCE ANSI Z124.6 (5.5) - 
2007 FITNESS FOR PURPOSE Pass all substances

CHEMICAL RESISTANCE ANSI Z124.6 (5.5) - 
2007 FITNESS FOR PURPOSE Pass all substances

CRYTALLINE SILICA 
BY WEIGHT

X-Ray Diffusion 
Analyses SAFE TO WORK WITH <1% w/w

(XRD) (LEGISLATIVE) Trace only

PERFORMANCE AND TESTING
Eco Surfaces are Tested by Australian NATA Certified Labs to ensure performance in Australian homes.

This information is based on technical data provided to Eco Surfaces Australia Pty Ltd believe to be reliable and is intended for use by persons having technical skill and 
at their own discretion. Eco Surfaces Australia can not and does not warrant that this information is absolutely current or accurate. Every effort is made to ensure that 
it is kept as current and accurate as possible. As conditions of use are outside of Eco Surfaces Australia’s control, Eco Surfaces Australia makes no representations or  
warranties, express or implied, with respect to the information, or any part there of, including any warranties of title, non-infringement of copyright or patent rights to others,  
merchantability, or fitness or sustainability for any purpose and assumes no liability or responsibility from the accuracy, completeness, or usefulness of any information.  
The information should not be used to create specifications, designs, or installation guidelines. The person responsible for the use and handling of the product are  
responsible for ensuring the design, fabrication, or installation methods and process present no health or safety hazards. Eco Surfaces Australia reserves the right to make changes to this information 
and to this disclaimer. Eco Surfaces Australia have no liability for the use of or results obtained from such information, whether or not based on Eco Surfaces Australia’s negligence. Eco Surfaces Aus-
tralia shall not be liable for any damages, including claims relating to the specification, design, installation or combination of this specific product with any other products, and special, direct, indirect 
or consequential damages. Eco Surfaces Australia encourages you to review this information and is disclaimer. Eco Surfaces Australia also asks you to periodically contact Eco Surfaces Australia for 
updates and changes to this information and its disclaimer via its website www.ecosurfacesaustralia com.au 
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